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Coverage:  - Up to 100m3 with one unit 
Benefits:  - Fast heat absorption. Up to 800oF 
      within 20 seconds 
   - Flame suppression within seconds 
   - Self-activating at 300oC 

- Does not reduce oxygen levels 
   - Non conductive  
   - Not harmful to people or animals 
   - No effect on the ozone layer 
   - Does not contribute towards global  
              warming 
   - No pressure relief requirement 
   - Simple maintenance (15 year life) 

- Aerosol UL Listed 
- CE Marked 

 
Fire Class: 
 

     

Overview 
 

When a fire develops past the point that a portable extinguisher can cope and where a fixed fire 
suppression system is not installed, the FST can be effectively deployed by hand, in an enclosed 
environment. 

Simply activated by removing the safety device and pulling the electronic pin, the user has eight 
seconds to deploy the unit. 

Effective in a wide variety of risks such as hotels, hospitals, garages, workshops, offices, stores, 
plantrooms, the Fire Suppression Tool is designed to provide a rapid response in preventing a 
fire from taking hold and spreading, risking lives and irreparable damage to property. 

With training workshops also provided on the management and effective deployment of the FST, 
Trinity is able to help provide a cost effective solution for localised fire requirements. 

   Hand Deployed Fire Suppression 
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    Fire Suppression Tool (FST) 

Training 
 

 Site based, covering items such as fire classes and product suitability, risk management, 
product operation, safe deployment, storage and maintenance. 

 

Carry Case 
 

 IP67 Polypropylene, high quality carry case to Defence Standard 81-41, enabling safe 
transport and storage. 

 

Brackets 
 

 Brackets to enable the FST to be wall hung. Supplied with an anti-tamper tag. 
 

Location Security Cabinet 
 

 IP66, suitable for both internal and external use. 400 h x 300 w x 210mm deep, screened 
printed  on powder coated mild steel with mechanical digital lock. 

 Additional options include an Environmental Heater, Cabinet Open Alarm and Anti Tamper 
Tagging. 

 

The FST is designed to be positioned in strategic locations, either directly outside or adjacent to 
a potential fire risk. It is important that a rapid response can be made to deploy the FST, prior to 
the fire becoming unmanageable. 
 
In order for the appropriate and safe operation of the FST, a risk assessment must be carried out 
to determine the practical use of the system. 
 
Trinity is able to provide certified user training and an acceptance of responsibility 
agreement, so that the client is fully aware of how the FST operates, how to utilise the FST to 
gain maximum benefits in a localised fire condition and also the associated FST maintenance 
regime. 

   System Supply 


